TheSealCheck™ TheVisionCheck™ TheBubbleCheck ™
System Line Halt (Alerts)

Tustant Series (V2024-10-074)

Overview Eject-Verify Settings

System alerts are useful since they pro- Line-Halt happens when v jine Hait Eject Verify Settings
vide important information about special a rejected product fails to ¥ Line-Halt Eject Verify -

operating conditions. enter the bin, where the e s

. . . EV_Period_m$S 500
The yellow LED on the light-tower indi- rejection process is mon- EV_Line_Halt_until Clear T True
cates alerts and they can be used in the itored with a special sen-
following ways ... sor. As specified, this condition can be temporary or
not.

e Informational - Revealing line operating con-
ditions.

Connections

¢  Demanding - Operator attention, product removal, etc. ] o )
Line-Halt conditions always activate

e Line-Halt - Automatic actions such as turning the rejector OFF

or temporarily shutting down the line. the Yellow LED light on the light-tower.
. A connector is available for a directly
Line Halt Modes 24VDC wired connection - the lower
Line Halt modes may be set in Properties — Operation yellow wire.
Data - Line-Halt settings ... FYI, the blue wire is tied to the BLUE
. Lﬁ’ y OPPtllolnal Ol‘)’ler' S it LED, the yellow wire is tied to the YEL-
all Line-Halt enable/ e it ject Verty Settings LOW LED and the green wire is tied to the GREEN LED.
disable v Line-Halt Enabled Settings
~ Line_Halt Enabled -
- LHBU - Product Y lmratimse w HMI Controls
backup (uses extra LH_BU_Enabled TF Fake
sensor input), LR = Manually pperated controls are pro-
«  LHEV - Eject verify t:)s:::::::ﬁ ?'.:: vided to give the operat.or the control
(uses extra sensor T o he needs to reset conditions such as
input), LH_TS_Enabled_TF False Line-Halt.
e LH_SO - System oper- t::;:n”:::::: I:"I; e RESET - Resets information displays
ating alerts LH_BF Enabled TF Fakse such as totals, failure rates, etc.
e LHXY - X% of Y » Line-HaltMiscSettings - i
product fails (User * UneHtSysem Opeste st e CLEAR . Immediately stops and
> Line-Halt X-of-¥ Settings clears Line-Halt alert modes and turns the YELLOW
can set X% and Y pa-
rameters) LED Off.
o LH_EJ - PC-Eject™ operating e RESTART - Clears and initializes all History Buffers.

e  LH_TS - Test operating (special use for batch processing)

Internet Line Halt Interface

e LH CO - Camera operating (disconnected camera, system in

play-back mode, etc.) Line Halt modes may be queried and/or cleared re-
e LH TO - Timeout - interval between product (can be used to motely via a built-in Internet interface. (Note that the
reset buffers, ignore a settable number of triggers, etc.) Line Halt condition may also be detected via an electri-
e LH_BF - History buffer is empty or only partially filled. cal connection - as described above.)
Line Halt HMI Indlcator X-of-Y Settings
Line-Halt  conditions v Sy oe U e —we e This example specifies v Line-Halt X-of-¥Settings

may also be displayed = Y that 50% fails in any 20x ¥ tneHaltholy =
on the upper ToolStrip es - N~ B E product turns ON Line XY_Stay_ON_until Clear TF True

LH_Fails_X_100d 50.00
box containing on of i until_Clear_TF” specifies

the following: BU, EV, whether-or-not Line-Halt for this condition is automat-
SO, XY, EJ, TS, CO, TO, and/or BE. ically cleared when suitable production resumes.
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